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120 GLC 2010

UL	Listed	Class	2 Power Supplies and Transformers

Specifications 
Model SKK-620B
Input	Voltage	 120V AC, 60Hz
Output	Voltage	 6V DC, 200mA

Used for:
AT-406, C-123L/A, C-123LW,
LEM, and TAR-3

Specifications (PS-1225UL)
Model PS-1225UL
Input	Voltage	 100~240V AC,

50/60Hz,
37W, 65~82VA

Output	Voltage	 12V DC, 2.5A

Used for:
AD-1210P – AN Series
PS-1225UL – LEF and LEF-C, MP-S,
TB-AD10, TD-H/B, and NEW-5

Specifications
Model PT-1210N
Input	Voltage	 120V AC, 60Hz
Output	Voltage	 12V AC, 10VA, 830mA

Used for:
CCS-1A, EL-12S, IE-8MD,
LEM-1DL, and LDC

Specifications 
Model PT-1211C
Input	Voltage	 120V AC, 60Hz
Output	Voltage	 15V AC

Used for:
DA-1DS and DA-4DS,
DB-1MD, DB-1SD

Specifications 
Model PS-1820UL
Input	Voltage	 100~240V AC,

50/60Hz,
45W, 75~95VA

Output	Voltage	 18V DC, 2A

Used for:
JF Series, JK Series, and TC-M Series

Used for:
AX Series, GF Series,
GH Series, IM Series, JA Series
KB Series, KC Series, MC-60/4A Series,
NDR Series, NEM Series, NHX Series, and YAZ

Specifications
Model PS-2420UL
Input Voltage	 100~240V AC,

50/60Hz, 60W,
100~125VA

Output Voltage	 24V DC, 2A

PS-2420UL
Power Supply,
24V DC, 2A

PS-1820UL
Power Supply,
18V DC, 2A

PT-1211C
AC Transformer,
15V AC

PT-1210N
AC Transformer,
12V AC

PS-1225UL
Power Supply,
12V DC, 2.5A

SKK-620B
Power Supply,
6V DC

Power Supply – 24V DC

Power Supply – 18V DC

Power Supplies – 12V DC

Specifications (AD-1210P)
Model AD-1210P
Input	Voltage	 120V AC, 60Hz
Output	Voltage	 12V DC, 1A

AD-1210P
Power Supply,
12V DC, 1A

Power Supply – 6V DC

AC Transformer – 15V AC

AC Transformer – 12V AC
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