
WARNING

MOVING GATE CAN CAUSE

Operate gate only when gate area is in sight
and free of people and obstructions.

Do not allow children to play in gate area
or operate gate.

Do not stand in gate path or walk through
path while gate is moving.

Read owner’s manual and safety instructions.

SERIOUS INJURY OR DEATH

CLASS

CERTIFIED TO
CAN/CSA C22.2 NO. 247

CONFORMS TO
ANSI/UL-325

VEHICULAR GATE OPERATOR

HP

53382

MODEL

SERIAL

VOLTS PHASE

AMPS 60 Hz

MAX GATE LOAD

DoorKing, Inc., Inglewood, CA

Back Panel Side Panel

9200 Series Heavy-Duty Pedestal Mounting Stand Kit

9200-130-A-7-09

DoorKing Part Number

9200-135

Copyright 2009 DoorKing, Inc. All rights reserved.

The pedestal stand MUST be used with gates that require a chain tray (Typically when gates are longer than 20 feet in length). The 
chain tray helps support the weight of the chain and reduce the chain stretching that occurs over time.

DoorKing highly recommends using the pedestal stand for gates heavier than 2000 lbs. for a more secure attachment to a larger and 
heavier concrete pad.
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Installation

Kit Includes:
4 metal panels

Remove

and

discard

existing

bracket.

Back Panel

Front Panel

Side Panel

Note: Place exposed bolt 
threads on the inside of the 
pedestal to protect them 
from moisture which can 
lead to corrosion.

Secure the operator to the pedestal 
stand using 12 bolts, 12 lockwashers, 
12 nuts and 24 washers.

Note: DoorKing recommends securing the
pedestal mounting stand directly to a concrete pad
using (Up to 16) 1/2” x 3” sleeve anchors (Not included).

Note: Operator idler wheels shown in the lower operating position.
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28 - bolts, lockwashers and nuts
56 - washers
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